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TURK STANDARDLARI ENSTiTUSL‘I
TULURKISEH STANDARDS INSTITUTION

FABRIKA URETIM KONTROLU UYGUNLUK BELGESI
1783-CPR-189

Avrupa Parlementosu ve Konseyi'nin 9 Mart 2011 tarih ve 305/2011/EU sayili Taz4gu (Yapi Malzemeleri Tazigu veya CPR)
uyarinca, bu belge asagida belirtilen yapi malzemesine uygulanir.

CIMENTOLU YONGA LEVHALAR
“EN 634-2” , “TEKNIK SINIF 17, “8 mm'den 30 mm'ye kadar kalinliklarda”

Ticari Modeller:

- BETOPAN

- BETOPANPLUS
- TASONIT

- YALIPAN

TEPE BETOPAN YAPI MALZ. SAN.VE TIC.A.S
BILKENT BEYTEPE KOYU YOLU NO:5 CANKAYA-ANKARA/TURKIYE

adi veya tescilli markasi altinda piyasaya sunulan

TEPE BETOPAN YAPI MALZ. SAN.VE TiC.A.$._
BILKENT BEYTEPE KOYU YOLU NO:5 CANKAYA-ANKARA/TURKIYE

ve imalat tesis(ler)inde iiretilmis

Bu belge ,

EN 13986:2004+A1:2015

standardi'min  ZA Eki'nde tanimlanan performansin degismezliginin degerlendirilmesi ve dogrulanmasi ile ilgili tim hdkimlerin,
Sistem 2+ altinda uygulandigini ve

fabrika liretim kontroliiniin ilgili gereklerle uyum icerisinde oldugunun
degerlendirildigini géstermektedir.

Bu belge ilk olarak 03.12.2009 tarihinde dizenlenmis ve ilgili standart degisikligi yapiimasi sebebiyle 24.08.2017 tarihinde revize
edilmis olup, uyumlastiriimis standart, yapi malzemesi, PDDD yéntemleri ya da Uretim tesisindeki kosullan énemli élglde
deg|§tln1medrgt surece onaylanmis fabrika Uretim kontroll belgelendirme kurulusu tarafindan askiya alinmaz veya iptal edilmez
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Bu belge higbir suretle tahrif edilemez, kismer kunmasimi zorlastiracak gekilde ¢ogaltilamaz, kazinti ve silinti yapitamaz,
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TURK STANDARDLARI ENSTITUSLI
TURKISH STANDARDS INSTITUTION

CERTIFICATE OF CONFORMITY OF THE FACTORY
PRODUCTION CONTROL

1783-CPR-189

In compliance with Regulation 305/2011/EU of the European Parliament and of the Council of 9 March 2011 (the Construction
Products Regulation-CPR), this certificate applies to the construction product

WOOD-BASED PANELS

CEMENT-BONDED PARTICLEBOARDS

“EN 634-2” , “TECHNICAL CLASS 1”7, “thickness from 8 mm to 30 mm”
Trademarks:

- BETOPAN

- BETOPANPLUS

- TASONIT

- YALIPAN

placed on the market under the name or trade mark of

TEPE BETOPAN YAPI MALZ.SAN.VE TiC.A.$.
BILKENT BEYTEPE KOYU YOLU NO:5 GANKAYA-ANKARA/TURKEY

and produced in the manufacturing plant

TEPE BETOPAN YAPI MALZ.SAN.VE TIiC.A.S.
BEYTEPE KOYU YOLU NO:5 BILKENT/ANKARA/TURKEY

This certificate attests that all provisions concerning the assessment and verification of constancy of performance described in
Annex ZA of the standard(s)

EN 13986:2004+A1:2015

under system 2+ are applied and that

the factory production control is assessed to be in conformity with the applicable
requirements.

This cerhﬁcate was first issued on 03.12.2009 revised on 24.08.2017 due to change standard and will remain valid as long as
neither thB harmomsed standard, the construction product, the AVCP methods nor the manufacturing condition# in the plant are
modlﬂed slgmﬁcanify, unless suspended or withdrawn by the notified product certification body.
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This certificate cannot be altered, partially dublicated or ed for misunderstanding



